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Triode 1313 
 

OUTPUT POWER OF GRID PULSE RF OSCILLATOR 
AND AMPLIFIER FOR CLASS COVER  1 KW 
 

GENERAL CHARACTERISTICS  
Cathode  Oxide  

Heating Indirect  

Filament voltage  6.3 V  

Filament current  1.2-1.5 A  

Interelectrode capacitances (cathode earthed)  

Cathode-grid  8 pF  

Anode-grid  1.65 pF 

Cathode-anode  0.06 pF  
Transconductance  30 mA/V 
(Ua=600 V, la=75mA)  
Amplification factor  120  

Operating position  Any  

Weight  64 g  

Dimensions See page 94  

Anode cooling  forced air 

Air flow, min.  80 L/min 

Temperature at the seal, max.  250℃  

Temperature on tube surface 200℃  
 

TYPICAL OPERATION 

Frequency 1100 MHz 

Pulse duration  1.5 μS 

Duty factor  0.0018 

Anode DC voltage  2.5 kV 

Grid DC voltage  -100 V 

Output power  ＞1000 W 
 

MAXIMUM RATINGS 
Frequency  3000 MHz

Anode DC voltage  8 kV

Average anode current  16 mA

Grid DC voltage  -150 V 

Average anode dissipation  100 W 

Average grid dissipation  1.5 W 

 


