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6ETRO�#ON�3ERIES�

• 2EPLACES�OLD�GLASS�
CAPACITORS�

• 6ERY�LONG�LIFE�TIME�

• (IGH�VOLTAGES�RELATIVE�TO�
CAPACITANCE�

&EATURES��

#APACITANCE�	#MAX
� ����P&�

6OLTAGE�	PEAK�TEST
� ���K6�

#URRENT�	RMS�MAX
� ���Ø�

$IAMETER� ���MM�

/VERALL�LENGTH� ����MM�TO�����MM�

)NDUCTANCE�	AT�#MAX
� �����N(�

#APACITANCE���6OLTAGE�

• ������P&������K6�

#ERAMIC� ENVELOPE� REPLACES� GLASS� ENVELOPS� AND� ALLOWS� HIGHER� TERMINAL� AND�
MECHANICAL�LOADS�q�-OST�UNITS�ARE�ELECTRICALLY�AND�MECHANICALLY�COMPATIBLE�AND�
INTERCHANGEABLE�q�6ERY�LONG�LIFE�TIME�BECAUSE�OF�SPECIAL�BELLOWS�AND�LEAD�SCREWS�
q� (IGH� VOLTAGES� RELATIVE� TO� CAPACITANCE� VALUES� q� ,OW� TORQUE� ALLOWS� FOR� HIGH�
TUNING� SPEED� q� ØDDITIONAL� MOUNTING� FLANGES� NECESSARY� q� -OSTLY� USED� IN�
SEMICONDUCTOR�APPLICATIONS��
�
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4OP�6IEW�

"LOCK # ��� � # ����� 6 ����� ) �	���	��
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�� ��������� )NDUCTANCE

P& P& K6 � 
 Ø � ��� AT�# �����

#66%����Ø �� ��� �� �� Value ����N(

%LECTRICAL�0ARAMETERS

4HE� INFORMATION� IN� THIS�CATALOGUE�ARE�NOT�BE�USED� FOR�DESIGN�PURPOSES��&OR�DETAILED� INFORMATION� REFER� TO� THE� INDIVIDUAL�
DATA�SHEET
�AVAILABLE�ON�OUR�WEBSITE�WWW�COMET�CH�OR�FROM�YOUR�LOCAL�REPRESENTATIVE��
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4OP�6IEW� &RONT�6IEW�

&RONT�6IEW�4OP��AND�"OTTOM�6IEW�
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