
WVS-TECHNOLOGY 
                                        WALTER V. STEINFELD, DIPL.- ING.  
ROBERT-BOSCH-STR. 7     TEL.:  +49  2150 - 91 28 10- 
D - 40668 MEERBUSCH    FAX:   +49  2150 - 91 28 11- 

 

 

HOMEPAGE:   www.wvs-tech.de 
E@mail:       wvs@wvs-tech.de Precision makes the Difference in Performance 

VHF TETRODE  1428 
 

OUTPUT POWERS IN RF LINEAR AMPLIFIER FOR CLASS AB: 5.3 KW 
 

GENERAL CHARACTERISTICS  
Cathode  Thoriated tungsten  

Heating Direct  

Filament voltage 9.0V  

Filament current 41.5A  
Interelectrode capacitances 
(cathode earthed), approx:  

Input 130pF  

Output 12.5pF  

Transfer  1.0pF  

Transconductance  35mA/V  

Internal amplification factor, average 5.5  

Operating position Vertical  

Weight, approx 2.5kg  

Dimensions See page 95  

Anode cooling Forced air  

Temperature on tube surface, max. 250℃  
 

MAXIMUM RATINGS 
Frequency 150 MHz 

Anode voltage 7kV 

Anode current 2.0 A 

Anode dissipation 3.5 kW 

Control-grid dissipation 50 W 

Screen-grid dissipation 175 W 
 

 TYPICAL OPERATION 
Class AB RF linear amplification 

Output power 5.3 MHz 

Anode voltage  5.0 kV 

Screen-grid voltage  850 V 

Anode current  1.7 A 

 


