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Triode

13531

PULSE OUTPUT POWER

‘ GENERAL CHARACTERISTICS

‘ Cathode Oxide
‘ Heating Indirect
‘ Heater voltage 6V
‘ Heater current 1.3A

‘ Interelectrode capacitances, approx.:

‘ Grid-cathode 1.7 pF
‘ Cathode-grid 9.5 pF
‘ Cathode-anode 0.065 pF
‘ Transconductance (la=75mA) 32 mANV
‘ Amplification factor, average 110
‘ Operating position Any
‘ Weight (without radiator) 20g
‘ Dimensions See page 94
Cooling Conduction and convectio_n

or forced air
‘ Temperature on tube surface, max. 250°C

‘ MAXIMUM RATINGS

‘ Frequency 3000MHz
‘ Anode pulse voltage 3500V
‘ Anode current, average 16mA
‘ Pulse anode current 5A

‘ Average anode dissipation:

Conduction and convection

cooled without radiator ow
‘ Forced air cooled with radiator 60W
‘ Average grid dissipation 1.5wW
‘ Grid voltage -150V
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‘ TYPICAL OPERATION

‘ Class C grid-pulsed RF power amplifier

‘ Frequency 1100 MHz
‘ Pulse output power 2.5 kw
‘ Anode dc voltage 2 kv
‘ Grid dc bias voltage -70V
‘ Peak anode current 3.0A
‘ Peak grid pulse current 10A
‘ Duty factor 0.001
‘ Pulse duration 35uS
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PRECISION MAKES THE DIFFERENCE IN PERFORMANCE



